¢ Manual / Automatic bale ejection ' ‘
« Auto lubrication system ‘
« Heavy duty frame Structure & Roller ‘ ‘

¢ Pick up height adjuster

« Extra heavy duty roller chain ““B 1“93
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Technical Specifications

Model

Working width
Bale length
Bale diameter
Bale weight
Binding twine
No. of rollers
Roller type

Bale ejection
Lubrication
Efficiency
Tractor power
PTO speed
Dimension (LxWxH)
Approx Weight
Tyre Size

Drive Protection

Tractor Hitch - 3 point Linkage

Tractor PTO

Optional feature

ACE

Action Construction Equipment Ltd.

Marketing Head Office

Jajru Road, 25 Mile Stone, Mathura Road, Ballabgarh - 121004 (Haryana)
Ph. : +91-129-2306111, Fax : +91-129-2307562
E-mail : marketingtd@ace-cranes.com

Regional Office

Agri Equipment Division

S-2, Ranka Park Apartments, 6, Lalbagh Road, Bangalore-560027
Phone : +91-080-42114089,

Mobile : 9553074888(AP/TS), 7022107273 (KA), 7064041888 (OR/WB)
E-mail : agribangalore@ace-cranes.com

Lo

MRB 1093

ACE MRB 1093

103 cm

930 mm

600 mm

28-32 kg

Jute twine

12

Galvanized CR TATA Steel cold formed single strip welded
Manual/Atomatic (optional)

Central oil lubricating system for chains

40 - 100 bales/hr*

25 -60 hp

540 rpm

140x169x132 cm

580 kg

16 x 6.50 - 6 ply -Tubeless
Shear Bolt on machine, slip clutch in pickup reel

Suitable for category I/l (IS 4468 - Part 1)

6 Spline ISO 5693

Electric Bale counter with automatic bale ejection system
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Authorised Dealer :

Note: Inview of policy of continuous improvements, technical specifications can be varied without prior
information. For detailed knowledge, please consult ACE marketing or Authorized Dealer.

Accessories shown are not part of the standard equipment

Toll Free Help Line

Qs

www.ace-cranes.com
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